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| UNITED STATES EMBASSY
MANILA, PHILIPPINES

EQUIPMENT SCHEDULE

PACKAGED WATER COOLED CHILLER:

EVAPORATOR DATA CONDENSER DATA ELECTRICAL CHARACTERISTIC
COOLING CAPACITY MAX POWER
DESIGNATION Qry LOCATION TYPE (KW/TR) WATER FLOw | ENT WATER |LVG WATER[MAX PRESSURE|  FOULING WATER FLow  |ENT WATER|LVG WATER|MAX PRESSURE |  FOULING INPUT CONTROLLER REMARKS
(1/s/GPM) TEMP, TEMP DROP FACTOR (1/5/GPM) TEMP. | TEMP, DROP FACTOR (kW) VOLTS | PHASE | HERTZ TYPE
(‘"C/F) ("C/°F) (KPa/ft.) (MZ.K/kW) ("C/°F) (‘"C/'F) (KPa/ft.) (M2.K/kW) EACILITIES MANAGEMENT
CH-03 1 CHILLER PLANT L e 1231 / 350 44.4 / 700 1222 / 54 | 56 / 42 60 / 20 00176 66.24 / 1050 | 29.44 / 85 | 35/ 95 39 / 13 0.0440 196 460 3 60 SOFT STARTER 1. C/W AUTO TUBE BRUSH. CLEANING SYSTEM
WARNING:
This document is the property of the U.S. Government. Further reproduction
C H I L L E D W ATE R P U M PS . and/or distribution is prohibited without the express written permission of:
- FOREIGN BUILDING OPERATIONS
U.S. Department of State, Washington, DC, 20522-0620
PUMP DATA ELECTRICAL CHARACTERISTICS Information on this document is not to be altered except with the written
approval of the individual whose seal appears hereon.
DESIGNATION QTy. LOCATION TOTAL DYNAMIC CONTROLLER TYPE REMARKS
WATER FLOW MOTOR PUMP SPEED
RATE (I/s/GPM) | HEAD (TDH) SIZE (kW/Hp) TYPE (RPM) VOLTS | PHASE | HERTZ SENSITIVE
(M/ft.)
PCWP-03 1 CHILLER PLANT 44.4 / 700 19 / 60 1.2 / 15 HORIZONTAL SPLIT CASE 800 460 3 60 VFD BUT
OWNER SUPPLIED OR GFE
SCWP—01 & 2 2 CHILLER PLANT 81.4 / 1290 29 / 95 37.3 / 50 HORIZONTAL SPLIT CASE 1750 460 3 60 VFD U NCL ASSIFIED
Engineer
-
CONDENSER WATER PUMP: ”I-“‘-M!DT
-
PUMP DATA ELECTRICAL CHARACTERISTICS 25th Floor Chatham House 116 Valero cor.
V.A. Rufino St. Salcedo Village, Makati City
DESIGNATION Qry. LOCATION WATER FLOW TOTAL DYNAMIC MOTOR SUMP SPEED CONTROLLER TYPE REMARKS Tols, (632) 8871391 E.mail mpi@meinhardt.com.ph
HEAD (TDH) TYPE VOLTS PHASE HERTZ
RATE (I/s/GPM) (M/ft) SIZE (kW/Hp) (RPM) Fax (632) 887-1172
CP-03 1 CHILLER PLANT 66.24 / 1050 19 / 60 19.3 / 25 HORIZONTAL SPLIT CASE 1800 460 3 60 VFD OWNER SUPPLIED OR GFE
COOLING TOWER: OSCAR V. RELUCIO
: PROFESSIONAL MECHANICAL ENGINEER
PERFORMANCE DATA FAN DATA
TOTAL FLOW RATE MOTOR SIZE
DESIGNATION QTY LOCATION (|/S/GPM) WATER |N.LET WATER OU.TLET A.MB|ENT TYPE NO. OF FANS (kW/Hp) ELECTRICAL CHARACTERISTICS CONTROLLER TYPE REMARKS PRC Reg. No: 2886 PTRNo: 3178285
CT-03 1 CHILLER PLANT 66.24 / 1050 35 29.44 27.1 s P 1 18.65 / 25 460 3 60 WYE—DELTA OWNER SUPPLIED OR GFE Date: JANUARY 04, 2012 Place: ~ MAKATI CITY
APPROVED BY :
SAND FILTER SYSTEM WITH AUTOMATIC BACKWASH SYSTEM: DISCIPLINE INITIAL  SIGNATURE DATE
SFM PLS
NLET/QUTPUT | PUMP TYPE & PIPING ELECTRICAL CHARACTERISTICS DFM RLW
CIVIL/STRL
DESIGNATION Qry NV (P | PRESSURE | MOTOR RATING | CCNNECTION REMARKS ELECTL
(PSI) (hp/kW) 3 VOLTS | PHASE | HERTZ
MECH'L
1. CONTROL SYSTEM SHALL BE AUTOMATED.
2. BRONZE DIAPHRAGM VALVES
SELF—PRIMING 40mme UPVC 3. TIMER 1 — 8 MINUTES
SFU-01 1 3.78 (60) 20 - 50 460 3 60 4. NEMA 3 ENCLOSURE
(2.0/1.5) SCH. 40 5. CARBON STEEL OR FRP TANK DATE
6. MANUFACTURED BY PEP, OR APPROVED EQUAL
7. OWNER SUPPLIED OR GFE
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